
Summit Slide Tower 
Intended user age: 5-12
CSA Z614

Materials

• All equipment, layout, fall zones, and protective surfacing shall comply with
CAN/CSA Z614 (latest edition).
• Tower structure consisting of vertical support posts, elevated platforms,
guardrails, climbing access elements, and slide attachments.
• Wood species: Yellow Cedar (Callitropsis nootkatensis).
• Log sourcing: Logs sourced from Canada.
• Logs to be sound and structurally suitable, free of rot or decay.
• Primary structural posts: 10 in (250 mm) minimum diameter.
• Secondary structural members and guardrail elements: 8 in (200 mm) minimum diameter.
• Screws installed at log ends as required to reduce checking and splitting.

Climbing & Access Elements

• Access to elevated platforms provided by climbing nets, ladders, or climbing panels depending on final design configuration.
• Rope climbing nets constructed from nylon-covered, steel-core rope suitable for playground environments.
• Net intersections to use aluminum or steel connectors designed for playground equipment.

Slides

• Structure includes two playground slides providing alternate descent routes from the elevated platform.
• Slides may be colour molded plastic or traditional stainless steel depending on project specification.
• Slide type and colour to be confirmed by client during final design.

Safety Information

• Guardrails provided at elevated platforms in accordance with CSA requirements.
• Layout and fall zones designed in accordance with CSA Z614 playground standards.
• Protective surfacing to be installed within the required fall zone according to CSA guidelines.
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