
ZIPLINE
Intended user age: 5-12
CSA Z614

Materials

• All equipment, layout, fall zones, and protective surfacing shall comply with CAN/CSA Z614 (latest edition).
• Zipline structure consisting of timber support frames, tensioned cable system, and sliding trolley assembly.
• Wood species: Yellow Cedar (Callitropsis nootkatensis).
• Log sourcing: Logs sourced from Canada.
• Logs to be sound and structurally suitable, free of rot or decay.
• Primary structural posts: 10 in (250 mm) minimum diameter.
• Secondary structural members and bracing: 8 in (200 mm) minimum diameter.
• Screws installed at log ends as required to reduce checking and splitting.

Zipline Hardware

• Commercial-grade playground zipline system designed for public playground use.
• Galvanized or stainless steel cable with adjustable tensioning hardware.
• Heavy-duty trolley assembly with handle designed for repeated playground use.
• Impact-resistant seat or grip assembly depending on project specification.
• All exposed fasteners to be hot-dip galvanized or stainless steel suitable for exterior playground environments.

Safety Information

• Layout and fall zones designed in accordance with CSA Z614 playground standards.
• Starting and landing zones designed to provide safe entry and exit areas.
• Protective surfacing to be installed within the required fall zone according to CSA guidelines.
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